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WIDENED AREA FOR BENCHES

BRICK PAVERS

FIXED BENCHES

LIGHT POLE AND LIGHT

NEW PAVED TRAIL
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6' +/-

WATERS EDGE

.

.

VARIES

NEW PAVED TRAIL

4' WIDE STEPS W/ RAILING
BOTH SIDE OF STAIRS
(TREATED LUMBER CONST.)

CLEANED LEVEL AREA
AROUND SHELTER 5' MIN.

WATERS EDGE

NEW PAVED TRAIL

EXISTING DRAINAGE
STREAM

PRE-ENGINEERED ADA
ACCESSIBLE BRIDGE, FIELD
VERIFY ALL EXISTING
CONDITIONS

NEW TREAED
WOOD STEPS

EXISTING WALK BRIDGE

END OF
PAVED TRAIL

FUTURE
TRAIL
EXTENSION
TO PIONEER
VILLAGE

EXISTING
PARKING
AREA

EXISTING
ACCESS
ROAD

PLAYGROUND
EQUIPMENT
AND SWINGS

PROPOSED
TRAIL
SIGNAGE

NEW 42"
GUARD
RAILING
200' +/-

PHASE I:

PATH WILL BE PAVED AND WIDENED TO 6'-8' TO ACCOMODATE WALKING AND BIKING LANES.

CREATE RECREATIONAL NODES ALONG THE PATH. NODES WILL INCLUDE BENCHES, PICNIC AREAS,
COVERED SHELTERS, PLAYGROUNDS AND ATHLETIC AREAS.

CREATE BRICK PAVED REST AREAS AND NODES ALONG THE PATH (SEE PLANS).

ILLUMINATE THE PATH WITH LED LIGHTING FIXTURES PLACED EVERY 75'.

PROVIDE UNDERGROUND CONDUIT AND POWER TO ALL EXTERIOR LIGHTING FIXTURES.

PHASE II:

PAVE AND WIDEN GRAVEL PATH TO THE EXISTING POPNEER VILLAGE.

CREATE RAFTING POINT USING EXISTING BOAT LAUNCH.

PROVIDE REMOTE ACCESSIBLE REST ROOMS AND DRINKING FOUNTAIN ALONG TRAIL.

ADDITIONAL NOTES

DETAILS OF AREAS ARE NOT TO SCALE

FIELD VERIFY ALL DIMENSIONS

DRAWINGS NOT FOR CONTSTRUCTION
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SONO TUBE FOUNDATION: SIZE BY
MANUFACTURER'S RECOMMENDATION

EXTEND POWER TO BASE

EXTERIOR LAMP BY
SUN VALLEY LIGHTING
MODEL NUMBER: LCNN1

UNDERGROUND
CONDUITS AS
PER ELEC. CODE

NOTE: PROVIDE 50 FIXTURES SPACED 75' APART OC.

TOTAL NUMBER OF FIXTURES: 50

PICNIC SHELTER
20'X30' W/ 4
PICNIC TABLES

ADA SLOPED
BRICK PAVED
WALKWAY

PROVIDE SCREENED
FENCING AROUND
EXISTING TREATMENT
PLANT (3 SIDES)

EXTERIOR LIGHT DETAIL (NTS)
PLAYGROUND AREA

SITTING AREA

PICNIC AREA

TRAIL BRIDGE

GENERAL NOTES
MANCHESTER RIVER WALK / ATHLETIC TRAIL


